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The Trusted, Passionate
and focused Partner in Valve Automation

At HEARKEN FLOW,The founding principle of Hearkenflow is simple: to Listen our customers needs first, to develop the innovative
valve actuators solutions , to meet the unique needs of our customers, Along the way, To help our customers to solve the
problems in Valve Automation. We are growing our brand in Pneumatic and Electric Actuators, Accessories..
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/@ Experienced team WHY WE ARE DIFFERENT

\l/ We offer a complete valve automation solution by the applications experience

Ve \ and customization capabilites, with an experienced support team to guide you

( & Large inventory in selection, installation, and project support.In addition we maintain an

\T/ extensive supply of product inventory on hand so that we can quickly fulfill
1 orders and reduce wait times. Our sales and support staff are readily available

@ Convenient consultation and accessible so that customers get the answers they need quickly.

THE TARGET WE ARE PURSUING

High-quality low cost Reliable solution

m To built A strong Reputation in Providing Quality, Cost Effective , Reliable
And Robust Performance Solutions for Valve Automation,

m Inclued Pneumatic Actuators, Electrically Actuators,Actuated Valves.

COMMITMENT TO QUALITY

At HEARKEN FLOW means performance, All products manufactured by HEARKEN FLOW are warranted against defects in material and
workmanship for a period of 18months from the day of startup. Each of our products are tested at the factory. we are confident that our
products meet or exceed all applicable standards before they ever leave our facility. We are an 1SO 9001-2008 certified company. Our
Valve Actuators Has Applied for SIL3 Certificate, ATEX Certificate ,CE,Explosion-proof Certificate, IP68 Weather proof etc....

Copyright owership belongs to EHEAHKEN' shall not be reproduced,copied,or used in other ways without permission
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otherwise we will have the right to pursue legal responsibilities.
www.hearkenflow.com

www.hearkenvalve.com
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As we are continually developing our products,their design is subect to change without notice, Latest information is available on info@ hearkenflow.com



Valve Actuator Selection Guide

Pneumatice Electric *ValvessAccessories

Pneumatic Actuators

Body Material

Output Torque Values

Shaft
Sealing Material

Working Temperatures

Bearing Material

Air Supplys
Protection Class
Application

HPA MODEL Rotary Pneumatic Actuators ( Single & Double acting)

: DA Series: Double Acting 7.8 Nm ~ 8139Nm @5 BAR;

. Steel (Nickel Coated), Stainless Steel
: NBR (on request VITON)

: Industrial Hardened Plastic

: Extruded Aluminum, Surface Hardened Aluminium Coated,

epoxy Painted

SR Series: Single Acting 9.5Nm ~ 3674 Nm

-20°C ~80°C/-50°C ~80°C /-20°C ~160°C

Actuator/Valve Connection Standard ... 1SO 5211
Solenoid Valve Connection Standard (3/2 or 5/2): .. NAMUR
Positioner and Limit Switch Box Connection Standard .. NAMUR

I 2-8Bar
¢ On request; ATEX (Protection Class: Il 2GDc)
: Ball and Butterfly Valves, Dampers on-off or Proportional Control

Body Material
Output Torque Values

Shaft

Sealing Material
Working Temperatures
Bearing Material

Air Supplys
Protection Class
Application

. Steel (Nickel Coated), Stainless Steel

! NBR (onrequest VITON)

: -20°C ~80°C /-50°C ~80°C/ -20°C ~160°C
: Industrial Hardened Plastic

HPA MODEL Rotary Pneumatic Actuators 0-90-180 Degree ( Single & Double Acting)

! Extruded Aluminum, Surface Hardened Aluminium Coated,

epoxy Painted

: DA Series: Double Acting 7.8 Nm ~ 8139Nm @5 BAR;

SR Series: Single Acting 9.5Nm ~ 3674 Nm

Actuator/Valve Connection Standard ... ISO 5211
Solenoid Valve Connection Standard (3/2 or 5/2): ... NAMUR
Positioner and Limit Switch Box Connection Standard ... NAMUR

1 2-8Bar
: On request; ATEX (Protection Class: I 2GDc)
. Ball and Butterfly Valves, Dampers on-o ffor Proportional Control

Body Material
Output Torque Values

Shaft

Sealing Material
Working Temperatures
Bearing Material

Air Supplys
Protection Class
Application

: DA Series: Double Acting 7.8 Nm ~ 8139Nm @5 BAR;

: Steel (Nickel Coated), Stainless Steel

: NBR (on request VITON)

1 -20°C ~80°C /-50°C~80°C/ -20°C ~160°C
: Industrial Hardened Plastic

HPA MODEL Pneumatic Actuators (single&double acting) with handwheel

! Extruded Aluminum, Surface Hardened Aluminium Coated,

epoxy Painted

SR Series: Single Acting 9.5Nm ~ 3674 Nm

Actuator/Valve Connection Standard ... ISO 5211
Solenoid Valve Connection Standard (3/2 or 5/2): ... NAMUR
Positioner and Limit Switch Box Connection Standard ... NAMUR

+ 2-8Bar
: On request; ATEX (Protection Class: 11 2GDc)
: Ball and Butterfly Valves, Dampers on-o ffor Proportional Control
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Body Material
Output Torque Values

Shaft
Sealing Material

Working Temperatures :

Bearing Material

Air Supplys
Protection Class
Application

Stainless Steel

DA Series: Double Acting 20Nm ~2924Nm @5 BAR,;

SR Series: Single Acting 9.5Nm ~ 3674 Nm

Steel (Nickel Coated), Stainless Steel

NBR (on request VITON)

-20°C~80°C/-50"C ~80°C /-20°C ~160°C

Industrial Hardened Plastic

Actuator/Valve Connection Standard ... ISO 5211

Solenoid Valve Connection Standard (3/2 or5/2):... NAMUR
Positioner and Limit Switch Box Connection Standard ... NAMUR
2-8 Bar

On request; ATEX (Protection Class: Il 2GD c)

Ball and Butterfly Valves, Dampers on-o ffor Proportional Control

Body Material

Output Torque Values

Shaft

Sealing Material
Working Temperatures
Bearing Material

Air Supplys
Protection Class
Application

HPAC MODEL Compact Scotch type Pneumatic Actuators

: Extruded Aluminum, Surface Hardened Aluminium Coated,

epoxy Painted

: HPAC Series: Double Acting 7.8 Nm ~ 6200Nm @5 BAR;

HPAC Series: Single Acting 8.2 Nm .... 2668 Nm

: Steel (Nickel Coated), Stainless Steel
* NBR (on request VITON)

1 -20°C ...80°C /-50°C ..80°C

: Industrial Hardened Plastic

Actuator/Valve Connection Standard ... ISO 5211
Solenoid Valve Connection Standard (3/2 or 5/2): ... NAMUR
Positioner and Limit Switch Box Connection Standard ... NAMUR

: 2-8Bar
: Onrequest; ATEX (Protection Class: Il 2GD ¢)
: Ball and Butterfly Valves, Dampers on-o ffor Proportional Control
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Body Material
Output Torque Values

Shaft

Sealing Material
Working Temperatures
Bearing Material

Air Supplys
Protection Class
Application

HPA-G MODEL Heavy Duty Scotch type Pneumatic Actuators

: Ductilelron ,

epoxy Painted

: DA Series: Double Acting 652Nm ~ 74723 Nm @ 5 BAR;

SR Series: Single Acting 479 Nm ~27523 Nm

: Theinternal wallis hard chrome plated
* NBR (on request VITON)

: -20°C...80°C/-50°C...80°C

: Industrial Hardened Plastic

Actuator/Valve Connection Standard ... ISO 5211
Solenoid Valve Connection Standard (3/2 or 5/2): ... NAMUR
Positioner and Limit Switch Box Connection Standard ... NAMUR

* 4-8Bar
! Onrequest; ATEX (Protection Class: 11 2GD c T4)
: Ball and Butterfly Valves, Dampers on-o ffor Proportional Control
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